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Connect DTSC-200 or 200A to an easYlite-100
remote annunicator
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https://support.easygen.org/ja
https://support.easygen.org/ja/kb
https://support.easygen.org/ja/kb/dtsc-200
https://support.easygen.org/ja/kb/articles/connect-dtsc-200-to-an-easylite-100-remote-annunicator
https://support.easygen.org/ja/kb/dtsc-200

Configuration example

Configuration DTSC-200:

Active code level for this session:
Device

1 5 More...

Configure CAN interface

3156 Baudrate

Active code level for this session:
Device

1 5 More...

Receive PDO 1

125 kBd v

CANopen

Configure CAN interface
Receive PDOs

Receive PDO 2

9300 COB-ID [decimal] 513 9310 COB-ID [decimal] 514
5050 Function 1st IKD A 9051 Function Mo func. ¥

9060 Node-ID of the dev. at RPDO 1 1 9061 Node-ID of the dev. at RPDO 2 3
9070 RPDO-COB-ID ext. device 1 [decimal] 901 9072 RPDO-COB-ID ext. device 2 [decimal] 386

Active code level for this session:
Device

1 5 More.., |

Transmit PDO 1

Configure CAN interface

Transmit PDOs

Transmit PDO 3

9600 COB-ID [decimal] 385 9620 COB-ID [decimal]

9602 Transmission type 255 9622 Transmission type

9604 Event-timer 100 ms 9624 Event-timer

9609 Number of mapped objects 4 9629 Number of mapped objects

9605 1. Mapped Object 8001 9625 1. Mapped Object

9606 2. Mapped Object 8000 9626 2. Mapped Object

9607 3. Mapped Object 8000 9627 3. Mapped Object

9608 4. Mapped Object 8000 9628 4. Mapped Object
Transmit PDO 2 Transmit PDO 4

9610 COB-ID [decimal] 386 9630 COB-ID [decimal]

9612 Transmission type 255 9632 Transmission type

9614 Event-timer 100 ms 9634 Event-timer

9619 Number of mapped objects 4 9639 Number of mapped objects

9615 1. Mapped Object 8002 9635 1. Mapped Object

9616 2. Mapped Object 8000 9636 2. Mapped Object

9617 3. Mapped Object 8000 9637 3. Mapped Object

9618 4, Mapped Object 8000 9638 4. Mapped Object



Configuration easYlite-100:

JODWARD easYlite-100
Active code level HOM E PAGE

5

5021 eastlite LED mode Edt KD~ 5020 Relay 1
|
o TM
JODWARD easYlite-100 ‘ﬂa. LITE
. N .
Acive code vl Configure CAN interface p— 100
5
1702 Device number 2
3156 Baudrate 125kBd
9120 Producer heartbeat time 2000 | ms
Additional Client SDOs Receive PDO
9800 1st Client->Server COB-ID [decimal] 1537 9300 RPDO 1 COB-ID [decimal) 385
9802 1st Server->Client COB-ID [decimal] 1409 9310 RFDO 2 COB-ID [decimal] 386
9804 1st Node-ID of the Server 1 .
Transmit PDO
9010 Max answer time ext, devices 3|s
9600 TPDO 1 COB-ID [decimal] 513
9610 TPDO 2 COB-ID [decimal] 514

DTSC -200 external DIs:
Status external DI 2 is active as long as the “Acknowledge” button at the easYlite-100 is pressed.

Status external DI 3 is active if a fault is latched in the easYlite-100.

DTSC -200 external DOs:
The external DOs 1-14 control the 14 LEDs at the paper strip.
DO 15 controls the LED with the icon ,Oil Pressure”

DO 16 controls the LED with the icon ,Coolant temp.“

All Documents and more:

https://wss.woodward.com/manuals/PGC/Accessories/easYlite-100

https://wss.woodward.com/manuals/PGC/DTSC_series/DTSC-200

https://wss.woodward.com/manuals/PGC/DTSC_series/DTSC-200A

DTSC-200 /200A are connected to easYlite-100 only, easYlite-200 is not supported so far.

Keep in mind if an easYlite-100 is connected to DTSC-200/200A , IKD1M expansion card cannot added
additionaly to easYlite-100.


https://wss.woodward.com/manuals/PGC/DTSC_series/DTSC-200
https://wss.woodward.com/manuals/PGC/DTSC_series/DTSC-200A

