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1.

Required configuration cable:

Type Part Number (P/N)
DPC - Direct Configuration Cable
DPC-USB Direct configuration cable USB connector 5417-1251
DPC-RS-232 Direct configuration cable RS-232 connector 5417-557

. Software LeoPC1 is needed to connect to the controller and get access to the parameters

(available on our webpage. Just type “leopcl” into the search line and then download it.)

Configuration files needed for the appropriate part number and revision
Get the files here:
https://www.woodward.com/en/support/industrial/technical-help-desk/control-configuration-files

the extracted config-files consist of a *.cfg and a *.asm file.

The *.cfg: copy it into the ...\LeoPC1 installation folder
The *.asm: to folder ...LeoPC1\Tools
If it comes *.Ing: to folder ...LeoPC1\Ing

Start LeoPC1 and ensure that the correct COM-Port is set up.

To do so, navigate in LeoPC1-Menu to “Devices”.... “Settings”.

Driver must be set for “Direct”, and appropriate COM-Port assigned/connected to the DPC cable must be
selected.


https://support.easygen.org/ja
https://support.easygen.org/ja/kb
https://support.easygen.org/ja/kb/leopc1
https://support.easygen.org/ja/kb/articles/leopc1-quickstart-guide
https://support.easygen.org/ja/kb/leopc1
https://www.woodward.com/en/support/industrial/technical-help-desk/control-configuration-files

10.

 Paths andfiles
Path for alam fles: [AARMS

Help file for slams:

Changes will be activated immediately by submiting OK.

Open the respective .cfg file. (“File” ... “Open”)

Click on “P”. Login window will appear; password and user is by default “system” and then a little new
window will appear showing a parameter list.

Here click “Read all” and the values will be read from the control.
If does not read successfully, first do Step 10)

Double-click the line for password. The “Password Level 2” by default is: “0002”



Please select device: Close
| Generator 01 - 8440_1561_H_01 ~|

Name | Vale |- Input

0000

11. after double-clicking to a line you can change the values.



